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The ACE-ODFL is an ETSI all-purpose metal rack 
designed to reach the maximum modularity and 
flexibility which also allows easy on-site assembly. 
 
The design suits any specific application changing the 
rack configuration composed of modular units,  
a central frame and side extensions. These can easily 
be combined to create different layouts. 
 
Optical cables and patch-cords are organized, stored 
and mechanically protected in the side extensions of 
the rack. The fibres can enter the shelves from the left, 
right or the backside with the correct bend control on 
all fibres.  
 
Within the rack and side modules there is complete 
flexibility in patching from one side to the other. The 
bend controllers in the side modules allow the use of a 
single patch-cord length with excess length storage in 
a proper manner. 

 

 

   
   
   
   
   
   
   
   

Product specification 
   
     ODFL1   ODFL2 
       72MU    80MU 
Capacity  1U – max. qty     36      40 
  2U – max. qty     20      22 
  3U – max. qty     14      16 
  4U – max. qty     10      11 
   
Color  RAL 7035 
   
Mounting frames  ETSI, back mounting 
   
Application  Indoor in central offices, telecommunication equipment rooms,  
  PoP buildings etc. 
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ACE-ODFL-x-1200-A   

 

 ACE-ODFL-1-1200-A 

 ETSI standard Rack 2000mm height 

 2000x1200x300mm (hxwxd) 

 Width 300+600+300mm 

 Standalone (incl. side panels, back panels and doors) 

ACE-ODFL-2-1200-A 

 ETSI standard Rack 2200mm height 

 2200x1200x300mm (hxwxd) 

 Width 300+600+300mm 

 Standalone (incl. side panels, back panels and doors) 

   
ACE-ODFL-x-900-A   

 

 ACE-ODFL-1-900-A 

 ETSI standard Rack 2000mm height 

 2000x900x300mm (hxwxd) 

 Width 150+600+150mm 

 Standalone (incl. side panels, back panels and doors) 
 
ACE-ODFL-2-900-A 

 ETSI standard Rack 2200mm height 

 2200x900x300mm (hxwxd) 

 Width 150+600+150mm 

 Standalone (incl. side panels, back panels and doors) 
 

   
ACE-ODFL-x-600-A   

 

 ACE-ODFL-1-600-A 

 ETSI standard Rack 2000mm height 

 2000x600x300mm (hxwxd) 

 Width 600mm 

 Standalone (incl. side panels, back panels and doors) 

ACE-ODFL-2-600-A 

 ETSI standard Rack 2200mm height 

 2200x600x300mm (hxwxd) 

 Width 600mm 

 Standalone (incl. side panels, back panels and doors) 
 

   
ACE-ODFL-x-1050-A   

 

 ACE-ODFL-1-1050-A 

 ETSI standard Rack 2000mm height 

 2000x1050x300mm (hxwxd) 

 Width 150+600+300mm 

 Standalone (incl. side panels, back panels and doors) 

ACE-ODFL-2-1050-A 

 ETSI standard Rack 2200mm height 

 2200x1050x300mm (hxwxd) 

 Width 150+600+300mm 

 Standalone (incl. side panels, back panels and doors) 
   

http://www.ace-fibreoptic.com/
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 Drum kit ODFL 
6 drums included per side module 150mm or 300mm 

 

   

 

 Adjustable feet included  

   

 

 Floor mounting anchor bolts included 

   

 

 Wall mounting plates included 

   

 

 Cable fixation plate included 

   
   
Back to back or side to side configurations available on request. 
Extra drum kits, cable attachment plate kit and other accessories have to be ordered seperately. 
   
   

Other specification 
 
Bend radius protection throughout the frame  
Fully front accessibility 
Maximum flexibility and modularity 
ETSI compliant   
   
   

Logistical specification   

   
MOQ  1 Pcs 
Packaging  Flat pack in cardboard box, on a pallet 
Assembly  The rack will be delivered in modules for easy access in difficult  
  accessible locations and allow fast assembly on location. 
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